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Info Sheet

Material Attributes
PAINT ON PREMIUM WOODFIBER BOARD
•	 An exceptionally dense and strong engineered wood 

product made by compressing very fine wood fibers under 
high heat and pressure.  

•	 Quality, consistency, and sustainability can vary across 
woodfiber boards, but Columbia sources only premium 
substrates—true HDF and MDF that is within one pcf of 
HDF—delivering outstanding strength, stability, and finish 
quality.

•	 Columbia’s premium woodfiber board exceeds CARBII/TSCA VI standards, to ensure peak performance and minimize 
environmental impact.

•	 Has an ultra-smooth, uniform texture with almost no natural variations, offering high consistency across all pieces.  

•	 With its fine texture and high density, it is ideal for machining intricate profiles and designs, delivering exceptional 
performance for both modern and traditional designs. Its smooth, flawless surface is perfect for applications requiring 
precision without natural grain or knots.

•	 Far less prone to warpage in varying humidity and temperature conditions compared to solid wood, due to higher 
density and strength.

PAINTED FINISH
•	 High performance, low VOC, post-catalyzed enamel developed for Columbia provides superior durability, better 

maintenance, and a smoother appearance.

•	 Post-catalyzed finishes, featuring extensive cross-linked molecular bonding and controlled curing, are more resistant 
to staining, scratching, denting, and moisture than lower-quality paint finishes, ensuring that the integrity of the paint 

surface is maintained with normal use and proper care.  It’s important to note 
that any paint finish can be compromised under extreme conditions, neglect, or 
improper care.

•	 Formulated to minimize the effects of UV light exposure, which include fading 
and yellowing. 

•	 When applied to a properly prepared substrate, post-catalyzed finishes offer the 
most uniform finish compared to lower quality coatings.

Grain Characteristics of Our Premium Woodfiber Board
•	 Features a consistent, smooth surface devoid of natural grain patterns or 

imperfections found in solid wood.  

•	 A superior substrate for high-quality paint finishes, providing a flawless canvas.
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Color of Our Premium Woodfiber Board, and Paint Color Integrity
•	 Typically, possesses a light cream or pale brown hue before painting, contributing to a uniform base color for 

cabinet doors.

•	 This consistency helps reduce variations seen in painted solid wood. Columbia’s post-catalyzed enamel finishes 
maintain excellent color integrity over time with minimal impact from UV exposure, though batch variations may 
still occur. Exposure to smoke or other airborne contaminants is not considered normal use and may impact 
color appearance.

Hardness and Durability
•	 Our premium woodfiber board is recognized for its strong impact resistance, ranking between solid Maple and Alder in 

terms of hardness.

•	 Less prone to warpage than solid woods, making it an exceptionally stable choice in varying environmental conditions.

•	 May be vulnerable to moisture damage if the painted surface is compromised by excessive force.  

•	 The quality of the painted surface significantly impacts the performance of painted MDF and HDF cabinetry. Columbia 
Cabinets uses only high-performance, post-catalyzed coatings to provide a durable, knick-resistant finish with proper 
use and care.

Premium Woodfiber Finishing Properties
•	 A peak performer as a paint substrate, due to its ultra-fine, exceptionally dense composition, and extra-smooth, 

uniform surface.

•	 When superior machining and sanding techniques are utilized, they allow for a flawless paint application.

•	 Best-in-class post-catalyzed enamels deliver optimal results, offering a finish that is virtually unmatched in paint for 
smoothness and durability.

•	 Our premium woodfiber board offers greater stability than solid wood when exposed to humidity and temperature 
fluctuations. Select our painted premium woodfiber board if hairline cracks that can develop in painted Maple surfaces 
are a concern.

 
Aesthetic Qualities
•	 A high performance alternative to painted 

Maple, offering the smoothest, hardest, 
most uniform surface for precise door 
style shaping and silky paint finishes, and 
ultimately long-term resilience.

•	 With the densest composition, our 
premium woodfiber board provides 
consistent results even under fluctuating 
humidity and temperature.

•	 Pairing environmentally responsible 
finishes with a durable, premium 
woodfiber substrate made from recycled 
content delivers an efficiently produced, 
sustainable choice for painted doors.
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